PRO-STONE & FLOOR 

Date of the first edition: 9 October  2000

1.
Identification of the product and the company 

1.1. Identification of substance and or preparation 


Commercial name: 
PRO-STONE& FLOOR and FLOOR&PRO-STONE

1.2. Identification of the company 


Manufacturer/supplier: 
IMPERPLEX BVBA


Address: 
Mechelsestraat 12


Town :
Leuven


Zip code: 
B-3000


Country (nationality): 
BELGIUM 


Telephone: 
+ 32 16 239825


Telefax: 
+ 32 16 235013


For further information:
idem 

2 
Composition/Information on Ingredients 

2.1
Components

2.2
Material


CAS Number
%


Perfluoroalkyl Methacrylic Copolymer


2-4


Water


7732-18-5
96-98

3  
Hazards Identification 
3.1
Potential Health Effects 

3.1.1
Skin contact may cause skin irritation with discomfort or rash. 

3.1.2
Eye contact may cause eye irritation with discomfort tearing or blurring of vision.

3.1.3
Inhalation may cause irritation of the nose and throat with sneezing, sore throat or


runny nose.Inhalation of large amounts of respirable particles may cause edema (body fluid in the lungs)


Symptoms may be modest initially, followed in hours by severe shortness of breath requirring prompt 


medical attention. Gross overexposure may be fatal. 

3.2 Carcinogenicity Information


None of the components present in this material at concentrations equal to or greater than 0.1% are


 listed by IARC, NTP, OSHA, or ACGIH as a carcinogen

4 First aid  Measures

4.1
First aid

4.1.1
Inhalation


If inhaled, remove to fresh air. If not breathing, give artificial respiratioon. If breathing is difficult, give 


oxigen. Call a physician.

4.1.2
Skin Contact


In case of contact, immediately wash skin with soap and water. Wash contaminated clothing before use.

4.1.3
Eye Contact


In case of contact, immediately flush eyes with plenty of water for at least 15 minutes. Call a physician

4.1.4
Ingestion


If swallowed, do not induce vomiting. Immediately give 2 glasses of water. Never give anything by


mouth to an unconscious person. Call a physician

Notes to Physicians

Activated charcoal mixture may be administered. To prepare activated charcoal mixture, suspend 50 grams activated charcoal in 400ml water and mix thoroughly. Administer 54 ml/kg or 350 ml for an average adult.

5. Fire Fighting Measures

5.1
# flammable properties 

5.1.1
Flash Point
none


Method
: PMCC extinguish at 58 C

5.2
Extinguishing Media


Use media appropriate for surrounding material

5.4
Fire Fighting Instructions


Wear self-contained breathing apparatus. Wear full protective equipment

6. 
Accidental Release Measures

Safeguards (Personnel)


Note : Revieuw fire fighting Measures and handling (personnel)  sections before 


proceeding with clean-up. Use appropriate Personnal Protective Equipment during 


clean-up.


Initial containment


Dike spill. Prevent material from entering sewers, waterways, or low areas.


Spill clean-up


Soak up with sawdust, sand, oil dry or other absorbent material.

7. 
Handling and storage 


Handling : Personnel


Avoid breathing vapour or mist. Avoid contact with eyes, skin, or clothing. Wash thoroughly after 


handling.  Avoid circumstances that produce respirable particles unless suitable ventilation and 


respirator are used.




. 


Storage:



Keep container tightly closed. 

8. 
Exposure controls/Personnal protection

Engineering controls


Use only with adequate ventilation


Do not aerolize or atomize. Vent mist and fumes outside work area. In spray applications, do not use 


power or high pressure spray equipment. Spray only with garden or deck specific hand pump sprayer. 


Use airless type spray equipment at less than 60 psi and exhaust ventilation to minimize worker 


exposure to mists and overspray and use NIOSH approved respiratory equipment.


Personnal Protective Equipment.


Eye/Face protection
Wear safety glasses or coreall chemical splash goggles.


Respirators
Wear NIOSH/MSHA approved respiratory protection, as appropriate.


Protective clothing
Where there is potential for skin contact have available  and wear as appropriate 



impervious gloves, apron, pants, and jacket.


Exposure guidelines


Applicable exposure limits


PEL (OSHA)
None established


TLV (ACGIH)
None established

. 9.
Physical and chemical properties: 


Physical data


Boiling point: 

100 C (212 F) @ 760 mm Hg (water)


% volatiles

 +/-60-100%


Solubility in water

Dispersible


Color: 

Clear tan


Odor: 

(mild) Acrylic


pH

4-6

10.
Stability and reactivity 


Chemical stability
Stable at normal temperatures and storage conditions.


Incompatibility with other materials  None reasonably foreseeable


Decomposition
Temperature unknown



Hazardous decomposition products including carbon dioxide, carbon monoxide, 



hydrogennfluoride, toxic gases or particles may be formed during combustion. 



These products may  cause severe eye, nose, and throat irritation or toxic effects. 

11.
lnformation on toxicity 


Animal Data
Oral ALD >
11.000 mg/kg in rats 

12.
Information on ecological effects 


Aquatic toxicity


The 48 hour EC50 Daphnia magna
50-500 mg/l

13.
lnformation about disposal 


Waste disposal


Treatment, storage transportation, and disposal must be in accordance with applicable Federal, 


State/Provincial, and local regulations, Do not burn 


This material may be a RCRA regulated hazardous waste upon disposal due to the ignitability 


characteristics
14.
Information about transport 


Shipping information


DOT/IMO


Proper shipping name
Not regulated

15.
Regulations 

U.S. Federal Regulations


TSCA Inventory status
Listed


Title III Hazard Classifications Sections 311, 312


Acute
Yes


Chronic
No


Fire 
No


Reactivity
No


Pressure
No

16.
Further information 


NFPA, NPCA-HMIS


NPCA-HMIS rating


Health
3


Flammability
0


Reactivity
0


Personnal Protection rating to be supplied by user depending un use conditions.

Note The data in this Material safety sheet relates only to the specific material designated herein and does not relate to use in combination with other material or in any process. 
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